
DFM = DARE FOR MORE 

Our business model is designed to ensure guarantees:

FACILITY – comfortable and customised solutions aimed at Customers’ needs

TRANSPARENCY- clear business relations

BUSINESS EXPERTISE – a team of passionate professionals with “out of the box ” attitude

BASED ON SYSTEM FORSTER PRESTO

v. EN 1.3 PRESTO

www.dfm-europe.eu

INSTALLATION, OPERATION AND MAINTENANCE 

 OF DOORS AND FIX PARTITIONS TYPE DFM GD

NON FIRE RESISTANT, SMOKE PROTECTION 

AND FIRE RESISTANT E30. 



IDENTIFICATION, HANDOVER AND NOMENCLATURE

EUROPE

1
During installation, use and maintenance, on-site safety must be followed, especially those 

related to  construction and joinery works.

Installation must be carried out by qualified installers, trained in installation of fire doors.

Door parts and components must not be modified or replaced.

Nomenclature e.g:  DFM GD 30-2                         GD =  glazed profile structure,   30 = E30,   2 = double leaf door
         

During the handover of goods from the transport company, check the packaging and quantity of doors and cartons. 

The event of any claim, a note must be made in the CMR, and photos must be taken and sent to: dfm@dfm-europe.eu  

ORDER

PROJECT NAME: „SOHO 

X.199808"

PROJECT DOOR NUMBER: 

„74”

PACKING LIST

PROJECT NAME: „SOHO 

X.199808"

PROJECT DOOR NUMBER:  „I74"

INDIVIDUAL PRODUCTION 

DOOR NUMBER:  1087/2025/026

LABEL ON THE CARTON WITH 

EQUIPMENT

PROJECT NAME: „SOHO X.199808"

INDIVIDUAL PRODUCTION DOOR 

NUMBER:1087/2025/026

QUANTITY AND NUMBER OF CARTON: 

1/3

LABEL ON THE DOOR

PROJECT NAME:  „SOHO X.199808"

PROJECT DOOR NUMBER: „74"

INDIVIDUAL PRODUCTION DOOR 

NUMBER: 1660/2025/021

ADDITIONAL INFORMATION ON PALLET SIDE :

NUMBER OF CMR: „573”

DELIVERY ADDRESS: "LUXEMBOURG”

CMR

INDIVIDUAL PRODUCTION DOOR 

NUMBER: 

1087/2025

1345/2025

1589/2025

Examples of labels on the door and the box with equipment:

EUROPE

DFM GD 60-2 DFM GD

The complementary instructions for fire-resistant and smoke protection elements are published by system supplier
FORSTER on its website. 

EUROPE

The general operating and safety manual is published by the system supplier FORSTER on its website. 
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6.11.2 ATTACHMENTS FROM THE ORDER THAT THE INSTALLER MUST ANALYZE 
BEFORE THE INSTALLATION BEGINS. 

EUROPE

numbers of gaskets

OUTSIDE = GASKET WITH GLUE STRIP

INNER      = GASKET WITHOUT GLUE STRIP

numbers of glazings and 

dimensions of glass panes
 



EUROPE

Wall requirements

Dimensions of 

the mounting gap 

EUROPE

INSTALLATION METHODS - MAKE SURE THAT PROPER INSTALLATION 

MATERIAL IS APPLIED 
3

e.g. installation 

method

Means of fastening (to 

solid components

e.g. masonry, concrete)

Filling material

Fill joints/cavities with fire-proof material(e. g. mineral wool must 

have a melting of at least temperature of T-min. 1000°C, mortar, 

"Promatec H" or using fire protection joint cord)

Sealing material Either standard-silicone, acrylic or PU.

DFM normally takes to calculations 10mm per side for width 

(in total 20mm) and 10mm for height. However, please refer to 

the order. 

CHECK THE WALL OPENING2

IS IT FINAL FLOOR?

Spacer Either made of steel/stainless steel, hardwood or „Promatect H”

Fixing links
Made of steel/stainless steel, material thickness min. 3mm (screw 

either fastened or welded)

End brackets
Made from sheet metal 1.5-2.0mm (steel/stainless steel), shape as 

required (screw either fastened, riveted, welded or bonded)

Either approved KS/St plug Ø 10 mm with related steel screw, 

universal screw 'HILTI HUS’ or Heco Multi Monti. 

Means of fastening (to 

metal substructures, 

lightweight construction)

Either metric tapping screw min. M6, self-tapping screw 

min. Ø 6.3 mm, • Sheet metal screw min. Ø 4.2 mm

All mentioned materials are not included in delivery. The materials shall be applied acc. the project requirements and the wall material.

fire and/or smoke protect doors and fix 

glazed partitions
non fire doors and fix glazed partitions

Fire resistance REI according to project and Forster approval 

documents

Fill mineral wool, mortar, "Promatec H", joint cord, PU

Either standard-silicone, acrylic or PU.

Either made of steel/stainless steel, hardwood, plastic wedges”

Made of steel/stainless steel, material thickness min. 3mm (screw 

either fastened or welded)

Made from sheet metal 1.5-2.0mm (steel/stainless steel), shape as 

required (screw either fastened, riveted, welded or bonded)

Either  approved KS/St plug Ø 10 mm with related steel 

screw, universal screw 'HILTI HUS’ or Heco Multi Monti. 

Either metric tapping screw min. M6, self-tapping screw 

min. Ø 6.3 mm, • Sheet metal screw min. Ø 4.2 mm

According to project and Forster approval documents

DFM normally takes to calculations 10mm per side for width 

(in total 20mm) and 10mm for height. However, please refer to 

the order. 
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PREPARATION 4
6.14.1 PUT IN CYLINDER AND HANDLE. 

6.14.2 DISMANTLE DOOR LEAF AND FRAME.  DISMANTLE DOOR LEAF AND FRAME.  

Screwed hinges 

are optional



EUROPE

6.14.3  ASSEMBLING COMPONENTS ACCORDING TO THE DRAWING IN THE ORDER. 

 Insert bottom part into top 

part, procced on the 

secured floor. 

Connect components 

tightly.

The female part of the sleeve is provided with 

prefabricated openings.  

After connecting components mark the drilling 

points ion the male part of sleeve. Drill holes 

with Ø 4.2 drill bit. 

Then make the thread M5. Insert and tighten 

M5x12 screw. 

The required tools and screws are included in 

delivery and are packed in small box attached to 

one of the sleeves.  



EUROPE

6.14.4 CUT THE TRANSPORTATION PROFILE OFF THE DOOR FRAME. 

FRAME INSTALLATION. GENERAL RULES FOR FIXING POINTS. 5
6.15.1 USE ONLY THE WEDGES TO TEMPORARILY STABILIZE THE FRAME IN THE WALL OPENING.   



6.1 POSITIONS OF ANCHORS IN THE WALL (DISTANCE RELATIONSHIPS).5.2

5.3 START DRILLING  FOR ANCHOR HOLES IN THE WALL (THROUGH THE PREFABRICATED

EUROPE

FRAME HOLES).  BEGIN ON THE HINGES SIDE.   TEMPORARLY THE FIX DOOR  FRAME. 

USE A LEVEL TOOL AT ALL PRELIMINARY 

INSTALLATION STEPS.

For vertical parts of frame length of level tool 

recommended at least 2 m.  



5.5 THEN DRILL (FOR DRYWALL ALSO THREAD METRIC MIN. M6) THE OPENINGS AND

5.4 HEAVY DOORS SHOULD BE INSTALLED IN A REINFORCED WALL (IF IT IS DRYWALL). 

EUROPE

PRELIMINARY FIX AN ANCHOR/METRIC SCREW ON HORIZONTAL PART OF THE FRAME.  

Prefabrication exact places of openings for 

ancors or screws should be agreed with DFM. 



5.6  PRELIMINARY SET UP OF DOOR FRAME OR SIDE GLAZED PARTITIONS.

EUROPE

DISTANCE SPACERS AND ANCHORS ARE NOT INCLUDED. 

a

b

c

a=b=c

x y

   x=y



OPERATIONS WITH LEAF/LEAVES6
6.16.1 PRELIMINARY INSTALL THE HANDLE AND PUT THE LEAF/LEAVES ON THE FRAME. 

6.16.2 MARK EACH OF THE GLAZING  BEADS AND REMOVE IT.

Glazing beads 

dismantling 

sequence 

Remove the glazing 

beads by hand-pressing 

them toward the profile 

flange. The use of any 

tools is not recomended 

due to risk of paint or 

surface damage. 

EUROPE

If the design 

includes requires 

fixing glazing 

beads on spring 

plates, the glazing 

beads are delivered 

separately



6.1 STICK GASKET IN DOOR LEAF6.16.16.3

Clean the surface of 

profile and stick fire 

gasket

EUROPE

6.1 HOW TO RECOGNIZE PROPER GASKET-NUMBER IS WRITTEN ON SIDE OF GASKET6.16.16.4

Gasket section 

example:

6.1 HOW TO RECOGNIZE THE PROPER RUBBER GASKET6.16.16.3
gasket number - see point 1.2 

and pdf attached to the order

remove the strip from 

glued gasket for flange 

of profile, 

see next point 6.4

no  glued strip. 

use this gasket after 

glazing 

gasket number printed on rubber

THE NUMBERS OF GASKESTS ARE SHOWN 

SEE POINT 1.2 ! 

FOR EXAMPLE PURPOSES ONLY

THREE GENERAL TYPES OF GLAZING:

- with rubber gaskets,

- silicone glazing with inner weatherstripping (silicone does not included in delivery)

- with ceramic gaskets

use glued gasket with 

removing strip before 

glazing

The gasket numbers are shown 

for example purpose only. SEE POINT 1.2 !



6.1 STICK GASKET IN DOOR LEAF6.16.16.3

Clean the surface of 

profile and stick fire 

gasket

EUROPE

6.1 HOW TO RECOGNIZE PROPER GASKET-NUMBER IS WRITTEN ON SIDE OF GASKET6.16.16.4

Gasket section 

example:

6.1 WHERE TO START AND FINISH APPLYING GASKETS.6.16.16.3

For all types of adhesive gaskets: 

before applying clean the bonding 

surface of construction residues 

and thoroughly degrease it. 

It is recommended to use primer 

3M 94 on the glueing surface 

before applying the gaskets. 

Then apply glued gasket (see 

specified the number of gasket-

point 1.2 and 6.3) along perimetr of 

the leaf as shown in the illustration. 

The gaskets should be applied  

immediately before inserting the 

glass. They must be cut to size on 

site. Please check quantity- an 

extra length is provided in small 

excess.

start/finish 

applying 

gasket

6.1 APPLY THE GLUED GASKETS.6.16.16.4



Clean the surface of 

profile and stick sealing 

tape  988 001 as shown 

beside. 

6.5 GENERAL RULES FOR PLACING WOODEN DISTANCING BLOCKS.

6.1 PLACE THE  WOODEN DISTANCE SPACERS.6.16.16.6

Put wooden distancing 

blocks onto steel plates, 

allowing space for next 

gasket



6.16.16.16.7 INSERT GLASS AND CUSHION IT WITHOUT APPLYING STRESS.

use wedge tool specifically 

designed for glazing 

Clean the glass rebate. Pay close 

attention to the glazing instructions 

provided by the glass manufacturer.

- Clean the glass rebate. Pay close attention to the glazing instructions provided by the glass 

manufacturer.

- Spraying the butyl strip with water makes it easier to position the glass element more 

precisely. Use plain water only, without any rinsing additives.

EUROPE



6.1 CLIP THE GLAZING BEADS INTO THE PREVIOSLY MARKED POSITION.6.16.16.8

sequence of 

assembling 

glazing beads

EUROPE



6.1 PUT IN HAND PRESSING PROPER GASKET6.16.16.9

Press the inner glazing 

weatherstripping (mitred). 

The exact number of gasket 

is shown on the drawing-

attached to the order-see 

point 1.2. 

Allow a little extra length 

when cutting to size. 

6.1 MAKE SURE THAT THE DOOR FRAME IS INSTALLED RIGIDLY AND EVENLY. 6.16.17.1

FINAL DOOR ADJUSTMENT AFTER GLASS INSTALLATION, 7

EUROPE

WITH GLASS WEIGHT APPLIED.



6.1 FILL THE INSTALLATION GAP. FILLING MATERIAL ACC. TO THE POINT 3. 6.16.17.4

6.1 TO AVOID BENDING OR BREAKING THE PASSIVE LEAF, THE FLOOR SLEEVE 6.16.17.3

FOR THE FLUSH BOLT SHOULD BE INSTALLED IMMEDIATELY AFTER ADJUSTING THE  

FRAME AND THE POSITION OF THE LEAVES.

EUROPE



EUROPE

8 SUBJECT OF THE DOCUMENTATION

This documentation covers the operation and maintenance conditions for external and internal doors manufactured by 

DFM (the Manufacturer). This Installation, Operation and Maintenance Manual (hereinafter referred to as "IOMM") does 

not include documentation for door accessories such as door closers, electric strikes, locks, drives, handles, etc. These 

are separate documents prepared by the the respective accessory manufacturers.

Cylinders should be individually selected for each door, depending on the type of handle (thickness of shield), lock and 

the function required by the Customer. DFM provides cylinders for its standard door configurations. 

A detailed list of doors and accessories covered by the warranty is included in the relevant Order Confirmation(s).

An attachment to this IOMM is the "Operating and Safety Manual" by the system provider, available on the Forster AG 

website: https://www.forster-profile.ch/fileadmin/media/forster-

profile/documents/anleitungen/bro_bedienungs_sicherheitsanleitung_en.pdf

10 OPERATING INSTRUCTIONS

Doors should be operated in a conventional manner, without applying excessive force on handles or door leaves. In the 

case of access control or electric locks, the system must be activated before opening (pulling or pushing) the door leaf.

A closing door leaf can cause injury—do not place hands between the leaf and frame, and/or do not stand in the path 

of the closing door.

Doors should not be left open during strong winds or drafts. Do not prop or block doors open—this may cause leaf 

deformation and malfunctioning of locks or electric strikes.

Special care should be taken with the bottom guide of sliding doors to prevent dirt or objects from obstructing the  

movement, which may damage the door.

Generally, fire-resistant/smoke-tight doors serve as fire/smoke barriers and must remain closed during a fire. They are 

equipped with door closers that must not be blocked or disconnected. 

Emergency exit doors must be released from access control during evacuation.

Due to the variety of systems used, personnel and regular users of the facility must be instructed individually on how to 

operate each specific door.

9 HEALTH AND SAFETY REGULATIONS

During the operation and maintenance of the doors, all applicable health and safety (OHS) regulations must be strictly 

followed. The following actions are prohibited and will result in loss of warranty:

Use or application contrary to the intended purpose;

Use of incorrect voltage, power survey, or improper wiring of electrical components, which may result in damage 

and/or injury.  

11 WARRANTY CONDITIONS

The warranty period is 12 months, with the reservation that accessories are covered under their respective 

manufacturers' warranty terms. The warranty period may be extended under a separate agreement.

Doors must be installed by a team authorized by DFM Europe Sp. z o.o.

Adherence to the terms of this IOMM is a condition for warranty validity. The entitled party must notify DFM Europe Sp. 

z o.o. of any defects immediately, and no later than 7 days after becoming aware of the issue.

The defect report must be sent via email to: dfm@dfm-europe.eu

The notification must include:

· Contact details of the reporting person

· Contact person for follow-up

· List of detected faults with photo/video documentation (photos with brief filenames)

· Product serial number from the nameplate

· Proposed date for defect rectification

Defects due to inherent product issues, reported during the warranty period, will be corrected within a mutually 

agreed timeframe.

The facility operator must ensure access to the reported doors for DFM or its authorized personnel for inspection and 

repair, at the agreed time.

Failure to provide access at the agreed time may be treated as withdrawal of the complaint and/or may incur fees 

under the service agreement.



EUROPE

The warranty does not cover:

a. Mechanical or electrical damage due to improper use, cleaning, or maintenance by the Customer, Facility User, or 

third parties;

b. Damage caused by reasons other than hidden defects;

c. Structural modifications made independently by the Customer, Facility User, or third parties;

d. Color differences in stainless steel or paint coating (localized changes due to welding are a feature of the 

production process);

e. Defects resulting from maintenance contrary to the IOMM;

f. Removal of the product nameplate;

g. Use or application contrary to the intended purpose;

h. Use of incorrect voltage and/or surges and/or improper wiring in electrical components and resulting damage.

i. Defects resulting from incorrect installation.

Local touch-ups are not considered a product defect. The installation of metal sheet doors highly recommended 

after the final finishing of walls and floors,. 

Warranty claims may can not exceed the sales price of the given product/goods.

12 MAINTENANCE AND TECHNICAL INSPECTIONS

Due to the high complexity of the equipment and the requirement for reliable operation, as well as to maintain 

warranty rights, the doors must undergo periodic servicing (i.e. adjustment, repairs) and maintenance at least every 6 

months.

These activities are not included in the warranty services and are subject to additional charges under a separate service 

agreement with a company approved by DFM Europe Sp. z o.o.

Installation, commissioning, servicing, warranty repairs, and maintenance may only be performed by service personnel 

authorized by DFM Europe Sp. z o.o. Entrusting these tasks to unauthorized persons or entities will void the warranty.

The service inspection includes:

· General external inspection

· Paint coating, laminate, veneer or stainless steel condition check

· Inspection of mounting anchors

· Seal condition check

· Glass condition check

· Gap (clearance) - check between the leaf and the floor

· Check door and closer operation, including the force required to open and close

· Check and adjust fittings, locks, electric strikes, closers, drives

· Lubrication of hinges and other moving parts, if needed

· Preparation of a service inspection report

Worn parts must be repaired or replaced after inspection.

Only components that show a defect during proper use are eligible for warranty repair or replacement. All other 

actions or damage caused by misuse are not covered by the warranty and incur additional charges.

Hardware elements such as door closers, locks, handles, panic bars, etc. — do not have a defined corrosion resistance 

rating.

To ensure maximum protection of the coating against corrosion, the following maintenance rules must be observed 

for joinery:

- every 2 weeks – clean all painted surfaces. 

- if road salt is present on the doors, it must be removed immediately, as it causes corrosion. 

- every 6 months – thoroughly remove any accumulated dirt or residues from surfaces and from hardware 

components such as hinges, handles, locks, etc. 

- use only mild cleaning agents. The use of products containing solvents, alkaline substances, or other aggressive 

chemicals is strictly prohibited. Test chemical agents on hidden surface before cleaning. 

- remove any cleaning agent residues with water. Do not use high-pressure water, and do not allow water to penetrate 

inside the door leaf.

- after cleaning, dry the door leaves, frames, and all hardware components thoroughly. 

- do not use detergents; caustic, corrosive, aggressive, or abrasive agents, or any other unsuitable cleaning agents for 

stainless steel.

The warranty period for the coating of a door installed in a C5 corrosivity environment is 1 year. The Customer must 

inform DFM about high corrosion environment before placing the order. 
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